Cost-effective solution

Value counting and counter-

feit detection(ECB approved)

BC40 BANKNOTE COUNTER

Mixed denomination and Multi-Currencies

Classical feeding system

Ensures smooth counting for

new and worn notes

Top loading design

Fully opened back cover,

easy for maintenance
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RGB
image sensor @

@ UV sensor

~ Infrared
image sensor

® Infrared
transmission sensor

IR sensor @

® Magnetic sensor

Technical Specifications

CIS Single CIS
IR Full line
Sensor MT 1 Channel
MG 0 Channel(Option:4 Channel)
SAY 1 Channel(Option:2 Channel)
Currency capacity 4 currencies (Maximum)
CNT MODE 1500 pcs/min
Speed
VALUE MODE 1000,1200 pcs/min
Display 3.5inch TFT-LCD touch screen
Hopper Approx 600 pcs
Pocket capacity
Stacker 200pcs
Dimensions 287(H) x 240(W) x 232(D) mm
Weight 6KG
Interface USB,RS232,RJ12
Upgrade USB
Options Externa display, Thermal printer

Suzhou RIBAO Technology Co.,LTD (Suzhou NIPPO industrial & Trading Co.,LTD)

Add: No. 299, Yuanqgi Rd. Yuanhe Technology Park, Xiang Cheng, Suzhou, Jiangsu,P.R. China
Tel: +86 512 67218831
Fax: +86-512-65311002

Email: info@ribaotechnology.com

Website: www.ribaotechnology.com




