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Clevertouch OPS |7/

Clevertouch OPS i7 is the industry standard for connecting computer devices
to large flat displays via a single universal internal slot.
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Supports 5K display Quiet operation 24/7 operation Intel Iris Xe graphics Wi-Fi 6
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Clevertouch OPS i7 Specifications

Performance Warranty
Processor Intel Core i7 13620H - 6P/4P/16T Standard 1 year RTB (Return to Base)
Memory 16GB DDR4 Optional Upgrades Upgradeable to 3 years total cover
Storage 512 GB SSD
Graphics Intel Iris Xe Graphics .

Environment

. Windows 11 - Home / Pro / Enterprise loT No oper-
Operating System

ating system - Optional

Operating Temperature -5°Cto 45°C
Operating Humidity 10% to 90% non-condensing
Syste m Storage Temperature -20°Cto 70°C
Storage Humidity 5% to 95% non-condensing
Audio Realtek ALC897 HD Audio
TPM Firmware Trusted Platform Module PTT 2.0
Power Supply Powered through OPS JAE slot SU pported ReSO| utIOF‘IS
RTC Power scheduling supported Video Format Output
P/ IFP/ Additional video
X _ Displayvia outputs
H Refresh Display via
p hyS ICa I Resolution pay OPS Slot
rate (Hz) OPS Slot isol Display-
(HDMI) (Display- HpMmI b
OPS system Port) ort
In the box ZX Wi jdntennas 1920 x 30 Yes Yes Yes Yes
2 x Security thumb screws 1080p
OPS instruction booklet 1080 60 Yes Yes Yes Yes
Dimensions OPS standard 180mm x 119mm x 30mm K 3840 x 30 Yes Yes Yes Yes
2160 \ \ Y Yi
Weight Gross Weight: 0.95Kg Net Weight: 0.77Kg 60 es es es es
5120 x 30 No Yes No Yes
Packaging Paper: 127g (70.56%) Plastic: 53g (29.44%) 5K
2880 60 No Yes No Yes
7680 X 30 No No No Yes
8K
. 4320
Optional Extras 60 No No No No
Upgrades Intel Wi-Fi 6E (802.11ax) + BT 5.3
Compliance & Certification
1 Regulatory Certification CE, FCC, UL, E Star & EEC
Conformity gulatory Certificati nergy Star
Conformity UKCA/CE/CB/FCC/IC/REACH /ROHS u/’,/’/\\\‘\\,
C N
g N&
R EEC
Connectivity
e 25000 Our commitment to the
Networking T . . .
Intel Wi-Fi 6 (802.11ax) + BT 5.2 Environment, Quality and Security
1xHDMI 1.4
1 x DisplayPort 1.4
X Displayror Cyber Essentials and BSI 1SO 9001, ISO 14001, 1SO 27001 Certifications.
2 xUSB 2.0 (Type A)
Front 10 2xUSB 3.1 Gen 1 (Type A) H
1 x USB 3.0 (Type C) EsSiNiALS bsi Gom T Do\ S0
Management Management Information Security
1 x Audio in/out (3.5mm combo jack) 1 x 2.5Gb Systems Management
CERTIFIED CERTIFIED CERTIFIED
LAN (RJ45) COMPLIANT
K FS 530710 EMS 541383 1S 810562
Rear 10 1 xJAE ?O-pln connector
1 x DC-in (12-19V 5.5mm x 2.5mm)
1xHDMI 2.0
1 x DisplayPort 1.4
OPS Interface (JAE) 2xUSB 2.0
1xUSB 3.0

Time-to-live (TTL)

© 2026 Clevertouch. All rights reserved. Sahara Presentations Systems Ltd is part of the Boxlight group of companies, and the owner of trademarks in several global jurisdictions including but not limited to Clevertouch,
the Clevertouch logo, UX Pro, IMPACT™, IMPACT Plus™, Impact MAX, CleverLive, LUX, LYNX Whiteboard, X5, CleverMessage, CleverLiveStore, Clevershare, CleverLiveRooms, CleverMDM, CL Totem, CL Touch Totem, CL Pro,
CM Pro and CM Totem. All third-party trademarks (including logos and icons) referenced by Clevertouch remain the property of their respective owners. Unless specifically identified as such, Clevertouch’s use of third-party
trademarks does not indicate any relationship, sponsorship, or endorsement between Clevertouch and the owners of these trademarks. Applicable Terms and Conditions for warranty and support available at clevertouch.
com/about/warranty. All weights and dimensions are approximate. Product specifications are subject to change without notice. Clevertouch.com.
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Clevertouch OPS i7 Ports

1.  Wi-Fi Antennas
2. Power Button

3. Audio infout
(3.5mm combo jack)

4. DisplayPort 1.4
5. HDMI 1.4

6. USB 3.0 (Type C)
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10.

1.

12.

13.

USB 31 Gen 1 (Type A)

2.5Gb LAN (R345)
USB 2.0 (Type A)
Reset

SIM

JAE 80-pin connector
DC-IN



