PanaCast U30

Wall Mou”t/
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Install below screen
Start from page 1 ey

Install above screen
Start from page 4 —y




Tools needed (not supplied in the pack)

Drill Level

e
\ /
Drywall screws Screwdriver
and anchors (T10)




Measure 9 em/3.5 in from the bottom of the screen to
the screw holes of the adjustable mounting bracket. L
Using a pencil, mark the screw holes on the wall, ——
as illustrated. Place the level on top of the bracket to

ensure the placement is centered and even,

5N

Screw the adjustable mounting bracket of the

video bar to the wall using a drill (drywall screws 2
. Y

and anchors not supplied). Place the level on top

of the bracket to ensure the placement is centered

and even.




Connect the relevant cables to the video bar.

Screw the cable compartment cover to the

video bar. L




e Rotate the PanaCast U30 into its final position and
angle the camera to point at eye-level.

/

0/




Measure 9 em/3.5 in from the top of the screen to

the screw holes of the adjustable mounting bracket. E//
Using a pencil, mark the screw holes on the wall, as 7
illustrated. Place the level on top of the bracket to

ensure the placement is centered and even,

Screw the adjustable mounting bracket of the

video bar to the wall using a drill (drywall screws —
and anchors not supplied). Place the level on top s 7

of the bracket to ensure the placement is centered
and even.




Connect the relevant cables to the video bar.

Screw the cable compartment cover to the

video bar.




e Rotate the PanaCast U30 into its final position and
angle the camera to point at eye-level.
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