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Printing as the drawing
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Dimension:as the above drawing(Tolerance:+/-0.2mm)
3MR : SOHRBPET(REER, HEER, MMESENEEREHTRIEIRR)
A& EMRR

Color:See the drawing
S5MEMINLE . AT B EERE W T A B ER
6.MERMIK: AN EfHESEE A-20~100°C, 100°CIRFS NG BA, AN B AHE FiEns.

Black Color

White Color

120

Bl
ERIENERG! 1

PHILIPS

50BDL5050D

58 «wn/1000n

3840 px
« ~
S,
NP 3
0 2
—

£102/610C

SEEREHE
60x10mm

EWNEME ERTEE A-20~65° C, 7E65°CIRIFS/NIIERMA FHE FhE FEBRIHER. #E. TaFUR.

HTR SR AR EAERMEY L, BERT R HIRE.

High temperature resistance test: The temperature resistance range on the steel plate is -20~100°C. After keeping at 100°C for 8 hours,

there will be no warping, no delamination, no falling off, no blistering, etc.

The temperature resistance range on the surface of the affixed object is -20~65°C. After keeping at 65°C for 8 hours, there will be no warping,

no delamination, no shedding, no blistering, no ink detachment, fading, discoloration and other phenomena.

When tearing off, the adhesive can't be left on the affixed object, and the adhesive can't damage the surface of the affixed object.
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Temperature and humidity cycle test: cycle conditions: on the surface of the object, the temperature is -20~65°C, the humidity is 30~90%,
and the time is 96 hours. The temperature change per minute is not less than 5°C, and the angle will not be warped after 96 hours.

No delamination, no shedding, no blistering, no ink detachment, fading, discoloration, etc. When tearing off, the adhesive can't be left on

the affixed object, and the adhesive can't damage the surface of the affixed object.
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Printing ink can not have overflow and printing color can not be uneven etc.
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TPV Electronics (Fujian) Co., Ltd.
Huhb(Add): o AR 2 TS T Tt o
Shangzheng, Yuanhong Road, Fuqing City,
Fujian Province, China

FL i (Tel): +86-591-85285555 85285559
1E H (Fax): +86-591-85285447

R4 (Postcode): 350301
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1)According to the rule abut RoHS of TPV,All raw material and assistant material
and assistant material should accord with the rule of RoHS

2)All the stated substance of raw material: the actual content of
Cd/Hg/Pb/Cr/PBB's/PBDE's and Cd+Hg+Pb+Cr(aim at the packing material with
the product), should accord with the latest version of RD EMS-01<<The controlled
standard aboutenvironment substance for supplier>>.




