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NOTE:
1 ETRl I P
Printing as the drawing
20~ BRI EEFTR (AZ: +/-0.2mm)
Dimension:as the above drawing(Tolerance:+/-0.2mm)
3 FR: 80t AN TFERR, Rl LS, MTRME L
4B WEFR
Color:See the drawing
54hE S AR LMK, BAKf25mm($RARL B sk ABE21.2Kgf/25mm,PET/PC B sk A BZ21.2Kgf/25mm)
FEE IR T A Flabel 1A 25mm3E, KBE200mm, —inftIt TR, LL180° 5 mEytilabel 5—ik, Fr{SHi BN A& N
(FE D AFRBRNINFINE). BRAMRSGEITR .
Adhesion: tested on steel plate, unit: Kgf/25mm (copper paper comes with permanent glue = 1.2Kgf/25mm, PET/PC comes with
permanent glue = 1.2Kgf/25mm)
Adhesion test method: Cut the label into 25mm wide and 200mm long, stick one end on the steel plate, pull the other end of the label
with a force of 180°, and the tensile force obtained is the adhesive force.(Adhesion is the average value of the obtained tensile force).
Use a tensile tester to test.
6. =Rt : e EAHESEE R-20~100°C, 100°CRESNEERAMH A5 B A% AN,
EWHEYIE ERESEE #-20~65° C, 7E65°CRIFSNIIERAA T7 R FHE AR HER. #E. TEFUR.
High temperature resistance test: The temperature resistance range on the steel plate is -20~100°C. After keeping at 100°C for 8 hours,
there will be no warping, no delamination, no falling off, no blistering, etc.
The temperature resistance range on the surface of the affixed object is -20~65°C. After keeping at 65°C for 8 hours, there will be no warping,
no delamination, no shedding, no blistering, no ink detachment, fading, discoloration and other phenomena.
TORBERI . AIEY: EWWYE L, IBE-20~65°C, JBE30~90%, A8 96/ A, FHMRETHAET5C AIE6/NEETERA
THBRRERR AR THER, RE, TEFUR.
Temperature and humidity cycle test: cycle conditions: on the surface of the object, the temperature is -20~65°C, the humidity is 30~90%,
and the time is 96 hours. The temperature change per minute is not less than 5°C, and the angle will not be warped after 96 hours
No delamination, no shedding, no blistering, no ink detachment, fading, discoloration, etc.
8.aFAN: HEK
9 RMFEN S BEIRIT A HERAETIIET RIAR
Printing ink can not have overflow and printing color can not be uneven etc.
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FEFERTR (fEk) AIRAR
TPV Electronics (Fujian) Co., Ltd.
Fujian Province, China

5 FT(Fax): +86-591-85285447
R4 (Postcode): 350301

Huhb(Add): o AR 2 TS T Tt o
Shangzheng, Yuanhong Road, Fuqing City,

FL i (Tel): +86-591-85285555 85285559

1) AR TPV #f4T RoHS I Mg,
T S5 RE K A Bl AL A4 £ RoHS FA SR E

1)According to the rule abut RoHS of TPV,All raw material and assistant material
and assistant material should accord with the rule of RoHS

2) T MR EY) . WiEs (Cd) 7k (Hg) 5 (Pb) /N4% PBB's PBDE's 2)All the stated substance of raw material: the actual content of
JAR (Cd)+oK (Hg)+h (Ph)+/SHrER CEETREHLE B8 I phoph) i Fpk 2 Cd/Hg/Pb/Crt/PBB's/PBDE's and Cd+Hg+Pb+Cr(aim at the packing material with

SR BT iR RD EMS-01<< I N7 75 A5G 7 B S50 7 P2 ot >> (R L AR B3R
AT

the product), should accord with the latest version of RD EMS-01<<The controlled
standard aboutenvironment substance for supplier>>.




