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Printing as the drawing

2. R~ Bix R EEFRR(AZE: +/-0.2mm)
Dimension:as the above drawing(Tolerance:+/-0.2mm)
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Color:See the drawing
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High temperature resistance test: The temperature resistance range on the steel plate is -20~100°C. After keeping at 100°C for 8 hours,
there will be no warping, no delamination, no falling off, no blistering, etc.
The temperature resistance range on the surface of the affixed object is -20~65°C. After keeping at 65°C for 8 hours, there will be no warping,
no delamination, no shedding, no blistering, no ink detachment, fading, discoloration and other phenomena.
When tearing off, the adhesive can't be left on the affixed object, and the adhesive can't damage the surface of the affixed object.
7RBEREM: BIFEE: ERMYE L, RE-20~65°C, ;EE30~90%, BfE) 96/hEt. BAMBETHAETSC AHE6/NT R
AoRB. TH%E, TRAREHENR. #E. TEFUR. WTHERTEEBERWY L, BEERTRERMEIEYRE.
Temperature and humidity cycle test: cycle conditions: on the surface of the object, the temperature is -20~65°C, the humidity is 30~90%,
and the time is 96 hours. The temperature change per minute is not less than 5°C, and the angle will not be warped after 96 hours.

No delamination, no shedding, no blistering, no ink detachment, fading, discoloration, etc. When tearing off, the adhesive can't be left on

the affixed object, and the adhesive can't damage the surface
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Printing ink can not have overflow and printing color can not
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of the affixed object.

be uneven etc.
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TPV Electronics (Fujian) Co., Ltd.

i (Add):  H E AR S 4TS T Tk g B
Shangzheng, Yuanhong Road, Fuqing City,
Fujian Province, China

FL i (Tel): +86-591-85285555 85285559
f&F(Fax): +86-591-85285447

R4 (Postcode): 350301
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1)According to the rule abut RoHS of TPV,All raw material and assistant material
and assistant material should accord with the rule of RoHS

2)All the stated substance of raw material: the actual content of
Cd/Hg/Pb/Cr/PBB's/PBDE's and Cd+Hg+Pb+Cr(aim at the packing material with
the product), should accord with the latest version of RD EMS-01<<The controlled
standard aboutenvironment substance for supplier>>.




